
HIGH AMP ALTERNATORS                      SINGLE GROOVE PULLEY 6 GROOVE PULLEY
1971-1988 GM VEHICLES   6 CLOCKING 9 CLOCKING 12 CLOCKING 12 CLOCKING
OEM OR 1-WIRE HOOKUP FINISH AMPS PART# PART# PART# PART#
Standard Pulley Chrome 100 7127ND6 7127ND9 7127ND12 7127ND6G12
Standard Pulley Chrome 140 7127NK6 7127NK9 7127NK12 7127NK6G12
Silver Bullet Fan & Pulley Chrome 100 7139ABULL6 7139ABULL9 7139ABULL12 7139ABUL6G12
Silver Bullet Fan & Pulley Chrome 140 7140ABULL6 7140ABULL9 7140ABULL12 7140ABUL6G12
Standard Pulley Polished 100 7127NDP6 7127NDP9 7127NDP12 7127NDP6G12
Standard Pulley Polished 140 7127NKP6 7127NKP9 7127NKP12 7127NKP6G12
Silver Bullet Fan & Pulley Polished 100 7139BBULL6 7139BBULL9 7139BBULL12 7139BBUL6G12
Silver Bullet Fan & Pulley Polished 140 7140BBULL6 7140BBULL9 7140BBULL12 7140BBUL6G12
Standard Pulley Stealth Black 100 7127NF6 7127NF9 7127NF12 7127NF6G12
Standard Pulley Stealth Black 140 7127NKB6 7127NKB9 7127NKB12 7127NKB6G12
Silver Bullet Fan & Pulley Stealth Black 100 7139FBULL6 7139FBULL9 7139FBULL12 7139FBUL6G12
Silver Bullet Fan & Pulley Stealth Black 140 7140FBULL6 7140FBULL9 7140FBULL12 7140FBUL6G12
Standard Pulley As Cast 100 7127D6 7127D9 7127D12 7127D6G12
Standard Pulley As Cast 140 7127K6 7127K9 7127K12 7127K6G12

Use the Year/Make/Model lookup on tuffstuffperformance.com to determine exact alternator part number needed

• Clocked right, direct fit, NO hassle installa�on

• Custom voltage regulator allows usage with 
OEM wiring or can be used as a 1-wire alternator

• Larger copper windings produce more amps at 
idle and cruise than any alternator of its kind

• 100 or 140 amp output and available in a 
variety of finishes

• Ideal for high horsepower muscle cars, hot 
rods, show cars, custom trucks and daily drivers

HIGH AMP ALTERNATORS
FOR SPECIFIC FIT GM VEHICLES
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7127 10SI STYLE

What is clocking?
Clocking refers to the posi�on of the back alternator case to the front case. The 7127 
10SI alternators can be clocked at 3, 6, 9 or 12. That means that the posi�ve terminal, 
the OEM electrical plug and the various moun�ng bracket bosses could be in one 
of 4 posi�ons rela�ve to the front case. Unlike some alternator manufacturers who 
offer just one alternator clocking, Tuff Stuff alternators exactly match the OEM case 
posi�oning which eliminates any moun�ng issues. 


